


Verve. Il meglio del design italiano che abbina prestazioni professionali 
ad una dimensione compatta.  

Elektra Verve è il risultato di una ricerca. È uno stile. È un modo 
di essere che regala libertà di espressione ad ogni coffee lover.

L’estrema versatilità di Elektra Verve ne consente l’utilizzo all’interno 
delle caffetterie, delle mura domestiche, degli ambienti ricreativi 

o lavorativi, anche in movimento. Praticamente ovunque.

Verve. The best of italian design combined to professional performances 
and reduced dimensions.

Elektra Verve is the outcome of a research. A style. A way to be that 
gives every coffee lover freedom to express himself.

Coffee shops, homes, offices and even on tour. Elektra Verve can be 
used everywhere thanks to its extreme versatility.





VERVE. 1 GRUPPO SEMIAUTOMATICA. ACCIAIO INOX / LEGNO
VERVE. SEMI-AUTOMATIC 1 GROUP. INOX STEEL / WOOD
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REFINED DESIGN 
& LONGLASTING MATERIALS
Stainless steel body 
+ wooden side panels

DOUBLE BOILER TECHNOLOGY
Independent coffee and 
steam boilers

DRY STEAM HIGH PRODUCTION 
High capacity stainless 
steel independent steam 
boiler 

EXTREME FLEXIBILITY
Switch easily from main 
water line to the 5l 
integrated tank

PROFESSIONAL COMPONENTS
Rotary pump, professional 
brewgroup & double scale 
pressure gauge

SMARTPHONE 
USER INTERFACE

Direct WI FI connection for 
all the settings  

BE FREE TO CREATE

Adjust brewing temperature 
& preinfusion time to create 
your own recipe by your 
smartphone

DESIGN RICERCATO 
& MATERIALI DUREVOLI
Carrozzeria in acciaio inox 
+ pannelli laterali in legno

TECNOLOGIA DOUBLE BOILER 
Caldaie caffè e vapore 
indipendenti

PRODUZIONE ELEVATA 
DI VAPORE SECCO
Caldaia in acciaio inox 
dedicata alla produzione 
di vapore

ESTREMA FLESSIBILITÀ
Passa facilmente dalla 
connessione di rete al 
serbatoio integrato di 5 l

COMPONENTI PROFESSIONALI
Pompa rotativa, gruppo 
professionale & manometro 
doppia scala

INTERFACCIA UTENTE 
SMARTPHONE

Connessione WIFI per tutti 
i settaggi  

LIBERO DI CREARE

Imposta temperatura 
di infusione e durata della 
preinfusione per creare 
la tua ricetta con il tuo 
smartphone



Elektra srl 

Via A. Volta, 18 - 31030 Dosson di Casier (Treviso) Italia 

Tel. +39 0422 490405 r.a. - Fax +39 0422 490620

info@elektrasrl.com - www.elektrasrl.com
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@elektra_coffeemachines

1 Group Semi-automatic

Groups

Gruppi

N°

1

Steam Boiler Capacity

Capacità caldaia Vapore

L

1,6 

Voltage

Tensione

V

230-115

Frequency

Frequenza

Hz

50/60

Steam Boiler Power

Potenza Caldaia

W

1000

Delivery Unit Power

Potenza Gruppo

W

600

VERVE Stainless Steel/Wood

Group Boiler

Caldaia Gruppo

cc

140 

Water Tank 

Serbatoio

L

5 

H
 4

2
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L 380 mmP 449 mm


